Release Note for V1.1.00.17_1.00.17
I. Introduction

Date: 



Feb. 25  2013
Model number: 

DGND3700Bv2

Version number: 

V1.1.00.17_1.00.17
ADSL driver version: 

 B2pD038g.d24a
Wireless Driver version: 
5.100 RC138.2001


BSP version:


bcm963xx_4.12L.04
Purpose of the release: 
Beta release.

Customer: 


Netgear

II. The default settings


[image: image1.emf]NETGEAR_DGND3700B v2.cfg


III. Changes and bug fixes 
1.fix upnp flow issue
2.After using new wget source code,Genie wizard can not get success page.
IV. The known unfixed issues

V. MD5 checksum

        58b232ff74dca78abd879e06ea074655    ACADH72-102-1017.img
VI. Procedures for uploading the new firmware

To load this firmware, click Router Upgrade from the Maintenance section. Then:

1. Download and unzip the new file from NETGEAR. The filename after unzipping is ACADH72-102-1017.img 

2. Using a web browser, login to the router as admin. 

3. Under Maintenance click Router Upgrade. 

4. Click Browse and locate the upgrade file ACADH72-102-1017.img. 

5. Click Upload. 

6. Wait for the upgrade progress bar to complete and final prompt to appear. 

If problems occur after upgrading, try clearing the configuration by pressing the Factory Defaults pushbutton on the rear panel until the Test LED blinks (about 10 seconds). Then reenter your configuration information manually.

VII. Previous Release note

Include the previous release note here as the embedded file.
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_1423315569/NETGEAR_DGND3700Bv2.cfg
# Netgear DGND3700Bv2 Text Format Configure File v0.2
# 
# FW Version V1.1.00.17_1.00.17
# 
# Usage:
# 	# value list or syntax
# 	[index]"variable"=value

#< Wizard >
	# English German Italian French
	[10001]"Language"=English
	# Australia France Ireland Italy Singapore Sweden Switzerland UK Other
	[10002]"Country"=
	# English German Italian French
	[10003]"Language select"=Auto
	# English German Italian French
	[10004]"Language select backup"=Auto
	# blankstate configed succeed
	[10005]"Device config state"=configured
#< Basic Settings >
	# dhcpc pppoe ip pptpc
	[20001]"WAN protocol"=pppoe
	# 0:off 1:on
	[20002]"NAT (Network Address Translation)"=1
	# 0:off 1:on
	[20003]"NAT (Network Address Translation)"=
	# auto eth dsl
	[20004]"WAN Preference"=auto
	# dhcpc pppoe ip pptpc
	[20005]"WAN protocol of 3G"=
    #< PPPoE >
	[20101]"Login"=
	[20102]"Password"=
	[20103]"Service Name"=
	[20104]"Idle Timeout"=5
	[20105]"Static IP Address"=
	# tonline 1und1 other
	[20006]"pppoe isp"=tonline
	[20107]"connection identifier"=
	[20108]"T online number"=
	[20109]"co_user_suffix"=
	[20110]"pppoe username 1&1"=
	[20111]"pppoe username other"=
    #< PPPoA >
	[20201]"Login"=Guest
	[20202]"Password"=
	[20203]"Idle Timeout"=5
	[20204]"Static IP Address"=
    #< Get Dynamically From ISP >
	[20301]"Account Name"=
	[20302]"Domain Name"=
    #< Static IP Address >
	[20401]"IP Address"=
	[20402]"IP Subnet Mask"=
	[20403]"Gateway IP Address"=
    #< IP Over ATM (IPoA) >
	[20501]"IP Address"=
	[20502]"IP Subnet Mask"=
	[20503]"Gateway IP Address"=
    #< Domain Name Server (DNS) Address >
	# 0:off 1:on
	[20601]"Use These DNS Servers"=0
	[20602]"Primary DNS"=
	[20603]"Secondary DNS"=
    #< Router MAC Address >
	# MAC address
	[20701]"Use This MAC Address"=
    #< PPTP >
	[20801]"Login"=
	[20802]"Password"=
	[20803]"Local IP Address"=
	[20804]"IP Subnet Mask"=
	[20805]"Gateway IP Address"=
	[20806]"Server IP Address"=
	[20807]"Connection ID"=
	[20808]"Idle Timeout"=5
    #< WAN2 Basic Settings >
	# dhcpc pppoe ip pptpc
	[22001]"WAN protocol"=dhcpc
	# 0:off 1:on
	[22002]"NAT (Network Address Translation)"=1
	# 0:off 1:on
	[22003]"NAT (Network Address Translation)"=
	# auto eth dsl
	[22004]"WAN Preference"=
    #< WAN2 PPPoE >
	[22101]"Login"=
	[22102]"Password"=
	[22103]"Service Name"=
	[22104]"Idle Timeout"=0
	[22105]"Static IP Address"=
	# tonline 1und1 other
	[22106]"pppoe isp"=tonline
	[22107]"connection identifier"=
	[22108]"T online number"=
	[22109]"co_user_suffix"=
	[22110]"pppoe username 1&1"=
	[22111]"pppoe username other"=
    #< WAN2 PPPoA >
	[22201]"Login"=Guest
	[22202]"Password"=
	[22203]"Idle Timeout"=0
	[22204]"Static IP Address"=
    #< WAN2 Get Dynamically From ISP >
	[22301]"Account Name"=
	[22302]"Domain Name"=
    #< WAN2 Static IP Address >
	[22401]"IP Address"=
	[22402]"IP Subnet Mask"=
	[22403]"Gateway IP Address"=
    #< WAN2 Domain Name Server (DNS) Address >
	# 0:off 1:on
	[22601]"Use These DNS Servers"=0
	[22602]"Primary DNS"=
	[22603]"Secondary DNS"=
    #< WAN2 Router MAC Address >
	# MAC address
	[22701]"Use This MAC Address"=
    #< WAN7 Basic Settings >
	# dhcpc pppoe ip pptpc
	[27001]"WAN protocol"=pppoe
	# 0:off 1:on
	[27002]"NAT (Network Address Translation)"=1
	# 0:off 1:on
	[27003]"NAT (Network Address Translation)"=
	# auto eth dsl
	[27004]"WAN Preference"=
    #< WAN7 PPPoE >
	[27101]"Login"=
	[27102]"Password"=
	[27103]"Service Name"=
	[27104]"Idle Timeout"=5
	[27105]"Static IP Address"=
	# tonline 1und1 other
	[27106]"pppoe isp"=tonline
	[27107]"connection identifier"=
	[27108]"T online number"=
	[27109]"co_user_suffix"=
	[27110]"pppoe username 1&1"=
	[27111]"pppoe username other"=
    #< WAN7 PPPoA >
	[27201]"Login"=Guest
	[27202]"Password"=
	[27203]"Idle Timeout"=5
	[27204]"Static IP Address"=
    #< WAN7 Get Dynamically From ISP >
	[27301]"Account Name"=
	[27302]"Domain Name"=
    #< WAN7 Static IP Address >
	[27401]"IP Address"=
	[27402]"IP Subnet Mask"=
	[27403]"Gateway IP Address"=
    #< WAN7 Domain Name Server (DNS) Address >
	# 0:off 1:on
	[27601]"Use These DNS Servers"=0
	[27602]"Primary DNS"=
	[27603]"Secondary DNS"=
    #< WAN7 Router MAC Address >
	# MAC address
	[27701]"Use This MAC Address"=
    #< WAN8 Basic Settings >
	# dhcpc pppoe ip pptpc
	[28001]"WAN protocol"=dhcpc
	# 0:off 1:on
	[28002]"NAT (Network Address Translation)"=1
	# 0:off 1:on
	[28003]"NAT (Network Address Translation)"=
	# auto eth dsl
	[28004]"WAN Preference"=
    #< WAN8 PPPoE >
	[28101]"Login"=
	[28102]"Password"=
	[28103]"Service Name"=
	[28104]"Idle Timeout"=0
	[28105]"Static IP Address"=
	# tonline 1und1 other
	[28106]"pppoe isp"=tonline
	[28107]"connection identifier"=
	[28108]"T online number"=
	[28109]"co_user_suffix"=
	[28110]"pppoe username 1&1"=
	[28111]"pppoe username other"=
    #< WAN8 PPPoA >
	[28201]"Login"=Guest
	[28202]"Password"=
	[28203]"Idle Timeout"=0
	[28204]"Static IP Address"=
    #< WAN8 Get Dynamically From ISP >
	[28301]"Account Name"=
	[28302]"Domain Name"=
    #< WAN8 Static IP Address >
	[28401]"IP Address"=
	[28402]"IP Subnet Mask"=
	[28403]"Gateway IP Address"=
    #< WAN8 Domain Name Server (DNS) Address >
	# 0:off 1:on
	[28601]"Use These DNS Servers"=0
	[28602]"Primary DNS"=
	[28603]"Secondary DNS"=
    #< WAN8 Router MAC Address >
	# MAC address
	[28701]"Use This MAC Address"=
#< ADSL Settings >
	# 0: LLC-BASED 1: VC-BASED
	[30001]"Multiplexing Method"=0
	[30002]"VPI"=1
	[30003]"VCI"=32
	[30004]"DSL Mode"=MMODE
	[30005]"Internet Service provider"=DT
	[30006]"Use VLANID"=7
	# 0:off 1:on
	[30007]"Enable This Interface"=1
	# 0:off 1:on
	[30008]"Use VLANID"=1
    #< WAN2 ADSL Settings >
	# 0: LLC-BASED 1: VC-BASED
	[32001]"Multiplexing Method"=0
	[32002]"VPI"=1
	[32003]"VCI"=32
	[32004]"Use VLANID"=8
	# 0:off 1:on
	[32005]"Enable This Interface"=1
	# 0:off 1:on
	[32006]"Use VLANID"=1
    #< WAN7 ADSL Settings >
	# 0: LLC-BASED 1: VC-BASED
	[37001]"Multiplexing Method"=0
	[37002]"VPI"=1
	[37003]"VCI"=32
	[37004]"Use VLANID"=7
	# 0:off 1:on
	[37005]"Enable This Interface"=1
	# 0:off 1:on
	[37006]"Use VLANID"=1
    #< WAN8 ADSL Settings >
	# 0: LLC-BASED 1: VC-BASED
	[38001]"Multiplexing Method"=0
	[38002]"VPI"=1
	[38003]"VCI"=32
	[38004]"Use VLANID"=8
	# 0:off 1:on
	[38005]"Enable This Interface"=1
	# 0:off 1:on
	[38006]"Use VLANID"=1
#< Wireless Settings >
	[40001]"Name (SSID)"=NETGEAR61
	# Africa Asia Australia Canada Europe Israel Japan Korea Mexico 'Middle East' 'South America' 'Unites States'
	[40002]"Region"=Europe
	# 0 - 13
	[40003]"Channel"=0
	# 0: g & b 1: b only 3: g only 7: Up to 145Mbps 8: Up to 300Mbps
	[40004]"Mode"=7
	# 0:off 1:on
	[40005]"Enable Wireless Access Point"=1
	# 0:off 1:on
	[40006]"Allow Broadcast of Name (SSID)"=1
	# 0:off 1:on
	[40007]"Wireless Isolation"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[40008]"Security Options"=3
    #< Wireless Station Access List >
	# 0:off 1:on
	[40101]"Turn Access Control On"=0
	# MAC+name
	[40102]"Trusted Wireless Stations"=
    #< WEP (Wired Equivalent Privacy) >
	# 1: Open System  2: Shared Key 3: Automatic
	[40201]"Authentication Type"=3
	# 0 64 or 128
	[40202]"Encryption Strength"=0
	# 1 2 3 4
	[40203]"Key Index"=1
	[40204]"Key 1"=
	[40205]"Key 2"=
	[40206]"Key 3"=
	[40207]"Key 4"=
    #< WPA-PSK >
	# (8 ~ 64 characters)
	[40301]"Network Key"=m7nTzshp/sik9I5wuj5uVkoOsRJHyC5L+ZM1Iesu1wUSwkZPOPPvjoDtL8AFqnnVcUXq4Cb03QXmCl7jeSqEztQXxypIuel403IPLVAvmSdi5mQUXnwteTKdAANPCaIL
    #< WPA/WPA2 Enterprise >
	[40401]"Radius Server IP Address"=
	[40402]"Radius Port"=1812
	[40403]"Shared Key"=
	[40404]"Group Key Update Interval"=3600
    #< Advanced Wireless Settings >
	[40901]"Enable Wireless Bridging and Repeating"=0
	# point:Wireless Point-to-Point Bridge multi:Wireless Point to Multi-Point Bridge reapter:Repeater with Wireless Client Association
	[40902]"WDS Mode"=repeater
	# Wireless Point-to-Point Bridge
	[40903]"Remote MAC Address"=
	# Wireless Point to Multi-Point Bridge
	[40904]"Remote MAC Address 1"=
	[40905]"Remote MAC Address 2"=
	[40906]"Remote MAC Address 3"=
	[40907]"Remote MAC Address 4"=
	# Repeater with Wireless Client Association
	[40908]"Remote MAC Address 1"=
	[40909]"Remote MAC Address 2"=
	[40910]"Remote MAC Address 3"=
	[40911]"Remote MAC Address 4"=
	[40912]"Disable Wireless Client Association"=0
	[40913]"Router's PIN status"=0
	[40914]"WPS config status"=1
	[40915]"Fragmentation Threshold"=2346
	[40916]"CTS/RTS Threshold"=2347
	[40917]"Preamble Mode"=1
	# Repeater IP
	[40918]"Repeater IP Address 1"=
	[40919]"Repeater IP Address 2"=
	[40920]"Repeater IP Address 3"=
	[40921]"Repeater IP Address 4"=
	# 0:off 1:on
	[40930]"WIFI schedule on off"=
	# Repeater IP
	[40931]"WIFI schedule rule"=
    #< Multi-SSID 2 Settings >
	[42001]"Name"=NETGEAR-Guest
	# 0:off 1:on
	[42002]"Enable Wireless Access Point"=0
	# 0:off 1:on
	[42003]"Allow Broadcast of Name"=1
	# 0:off 1:on
	[42004]"Allow Guest to access MY Local Network"=0
	# 0:off 1:on
	[42005]"Wireless Isolation"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[42006]"Security Options"=0
    #< Multi-SSID 2 WEP >
	# 1: Open System  2: Shared Key 3: Automatic
	[42101]"Authentication Type"=3
	# 0 64 or 128
	[42102]"Encryption Strength"=0
	# 1 2 3 4
	[42103]"Key Index"=1
	[42104]"Key 1"=
	[42105]"Key 2"=
	[42106]"Key 3"=
	[42107]"Key 4"=
    #< Multi-SSID 2 WPA-PSK >
	# (8 ~ 64 characters)
	[42201]"Network Key"=
    #< WPA/WPA2 2 Enterprise >
	[42401]"Radius Server IP Address"=
	[42402]"Radius Port"=1812
	[42403]"Shared Key"=
	[42404]"Group Key Update Interval"=3600
    #< Multi-SSID 3 Settings >
	[43001]"Name"=NETGEAR-Guest2
	# 0:off 1:on
	[43002]"Enable Wireless Access Point"=0
	# 0:off 1:on
	[43003]"Allow Broadcast of Name"=1
	# 0:off 1:on
	[43004]"Allow Guest to access MY Local Network"=0
	# 0:off 1:on
	[43005]"Wireless Isolation"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[43006]"Security Options"=0
    #< Multi-SSID 3 WEP >
	# 1: Open System  2: Shared Key 3: Automatic
	[43101]"Authentication Type"=3
	# 0 64 or 128
	[43102]"Encryption Strength"=0
	# 1 2 3 4
	[43103]"Key Index"=1
	[43104]"Key 1"=
	[43105]"Key 2"=
	[43106]"Key 3"=
	[43107]"Key 4"=
    #< Multi-SSID 3 WPA-PSK >
	# (8 ~ 64 characters)
	[43201]"Network Key"=
    #< WPA/WPA2 3 Enterprise >
	[43401]"Radius Server IP Address"=
	[43402]"Radius Port"=1812
	[43403]"Shared Key"=
	[43404]"Group Key Update Interval"=3600
    #< Multi-SSID 4 Settings >
	[44001]"Name"=NETGEAR-Guest3
	# 0:off 1:on
	[44002]"Enable Wireless Access Point"=0
	# 0:off 1:on
	[44003]"Allow Broadcast of Name"=1
	# 0:off 1:on
	[44004]"Allow Guest to access MY Local Network"=0
	# 0:off 1:on
	[44005]"Wireless Isolation"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[44006]"Security Options"=0
    #< Multi-SSID 4 WEP >
	# 1: Open System  2: Shared Key 3: Automatic
	[44101]"Authentication Type"=3
	# 0 64 or 128
	[44102]"Encryption Strength"=0
	# 1 2 3 4
	[44103]"Key Index"=1
	[44104]"Key 1"=
	[44105]"Key 2"=
	[44106]"Key 3"=
	[44107]"Key 4"=
    #< Multi-SSID 4 WPA-PSK >
	# (8 ~ 64 characters)
	[44201]"Network Key"=
    #< WPA/WPA2 4 Enterprise >
	[44401]"Radius Server IP Address"=
	[44402]"Radius Port"=1812
	[44403]"Shared Key"=
	[44404]"Group Key Update Interval"=3600
    #< Wireless Settings(For 11N) >
	[41001]"Name (11N SSID)"=NETGEAR61-5G
	# Africa Asia Australia Canada France Israel Japan Mexico 'South America'
	[41002]"Region"=Asia
	# 36,40,44,48,149,153,157,161
	[41003]"11N Channel"=44
	# 0: g & b 1: b only 3: g only 7: Up to 145Mbps 8: Up to 300Mbps
	[41004]"Mode"=8
	# 1:band A, 2:band B
	[41005]"11G Band"=2
	# 0:off 1:on
	[41006]"Enable Wireless Access Point"=1
	# 0:off 1:on
	[41007]"Allow Broadcast of Name (SSID)"=1
	# 0:off 1:on
	[41008]"Wireless Isolation"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[41009]"Security Options"=3
    #< Wireless Station Access List(For 11N) >
	# 0:off 1:on
	[41101]"Turn Access Control On"=0
	# MAC+name
	[41102]"Trusted Wireless Stations"=
    #< WEP (Wired Equivalent Privacy)(For 11N) >
	# 1: Open System  2: Shared Key 3: Automatic
	[41201]"Authentication Type"=3
	# 0 64 or 128
	[41202]"Encryption Strength"=0
	# 1 2 3 4
	[41203]"Key Index"=1
	[41204]"Key 1"=
	[41205]"Key 2"=
	[41206]"Key 3"=
	[41207]"Key 4"=
    #< WPA-PSK(For 11N) >
	# (8 ~ 64 characters)
	[41301]"Network Key"=m7nTzshp/sik9I5wuj5uVkoOsRJHyC5L+ZM1Iesu1wUSwkZPOPPvjoDtL8AFqnnVcUXq4Cb03QXmCl7jeSqEztQXxypIuel403IPLVAvmSdi5mQUXnwteTKdAANPCaIL
    #< WPA-802.1x(For 11N) >
	[41401]"Radius Server Name/IP Address"=
	[41402]"Radius Port"=1812
	[41403]"Shared Key"=
	[41404]"Group Key Update Interval"=3600
    #< Advanced Wireless Settings(For 11N) >
	[41901]"Enable Wireless Bridging and Repeating"=0
	# point:Wireless Point-to-Point Bridge multi:Wireless Point to Multi-Point Bridge reapter:Repeater with Wireless Client Association
	[41902]"WDS Mode"=repeater
	# Wireless Point-to-Point Bridge
	[41903]"Remote MAC Address"=
	# Wireless Point to Multi-Point Bridge
	[41904]"Remote MAC Address 1"=
	[41905]"Remote MAC Address 2"=
	[41906]"Remote MAC Address 3"=
	[41907]"Remote MAC Address 4"=
	# Repeater with Wireless Client Association
	[41908]"Remote MAC Address 1"=
	[41909]"Remote MAC Address 2"=
	[41910]"Remote MAC Address 3"=
	[41911]"Remote MAC Address 4"=
	[41912]"Disable Wireless Client Association"=0
	[41915]"Fragmentation Threshold"=2346
	[41916]"CTS/RTS Threshold"=2347
	[41917]"Preamble Mode"=1
	# 0:off 1:on
	[41930]"WIFI schedule on off"=
	# Repeater IP
	[41931]"WIFI schedule rule"=
    #< Multi-SSID 2 Settings(For 11N) >
	[45001]"Name"=NETGEAR-5G-Guest
	# 0:off 1:on
	[45002]"Enable Wireless Access Point"=0
	# 0:off 1:on
	[45003]"Allow Broadcast of Name"=1
	# 0:off 1:on
	[45004]"Allow Guest to access MY Local Network"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[45005]"Security Options"=0
	# 0:off 1:on
	[45006]"Wireless Isolation"=0
    #< Multi-SSID 2 WEP(For 11N) >
	# 1: Open System  2: Shared Key 3: Automatic
	[45101]"Authentication Type"=3
	# 0 64 or 128
	[45102]"Encryption Strength"=0
	# 1 2 3 4
	[45103]"Key Index"=1
	[45104]"Key 1"=
	[45105]"Key 2"=
	[45106]"Key 3"=
	[45107]"Key 4"=
    #< Multi-SSID 2 WPA-PSK(For 11N) >
	# (8 ~ 64 characters)
	[45201]"Network Key"=
    #< WPA/WPA2 2 Enterprise(For 11N) >
	[45401]"Radius Server IP Address"=
	[45402]"Radius Port"=1812
	[45403]"Shared Key"=
	[45404]"Group Key Update Interval"=3600
    #< Multi-SSID 3 Settings(For 11N) >
	[46001]"Name"=NETGEAR-5G-Guest2
	# 0:off 1:on
	[46002]"Enable Wireless Access Point"=0
	# 0:off 1:on
	[46003]"Allow Broadcast of Name"=1
	# 0:off 1:on
	[46004]"Allow Guest to access MY Local Network"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[46005]"Security Options"=0
	# 0:off 1:on
	[46006]"Wireless Isolation"=0
    #< Multi-SSID 3 WEP(For 11N) >
	# 1: Open System  2: Shared Key 3: Automatic
	[46101]"Authentication Type"=3
	# 0 64 or 128
	[46102]"Encryption Strength"=0
	# 1 2 3 4
	[46103]"Key Index"=1
	[46104]"Key 1"=
	[46105]"Key 2"=
	[46106]"Key 3"=
	[46107]"Key 4"=
    #< Multi-SSID 3 WPA-PSK(For 11N) >
	# (8 ~ 64 characters)
	[46201]"Network Key"=
    #< WPA/WPA2 3 Enterprise(For 11N) >
	[46401]"Radius Server IP Address"=
	[46402]"Radius Port"=1812
	[46403]"Shared Key"=
	[46404]"Group Key Update Interval"=3600
    #< Multi-SSID 4 Settings(For 11N) >
	[47001]"Name"=NETGEAR-5G-Guest3
	# 0:off 1:on
	[47002]"Enable Wireless Access Point"=0
	# 0:off 1:on
	[47003]"Allow Broadcast of Name"=1
	# 0:off 1:on
	[47004]"Allow Guest to access MY Local Network"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[47005]"Security Options"=0
	# 0:off 1:on
	[47006]"Wireless Isolation"=0
    #< Multi-SSID 4 WEP(For 11N) >
	# 1: Open System  2: Shared Key 3: Automatic
	[47101]"Authentication Type"=3
	# 0 64 or 128
	[47102]"Encryption Strength"=0
	# 1 2 3 4
	[47103]"Key Index"=1
	[47104]"Key 1"=
	[47105]"Key 2"=
	[47106]"Key 3"=
	[47107]"Key 4"=
    #< Multi-SSID 4 WPA-PSK(For 11N) >
	# (8 ~ 64 characters)
	[47201]"Network Key"=
    #< WPA/WPA2 Enterprise >
	[47401]"Radius Server IP Address"=
	[47402]"Radius Port"=1812
	[47403]"Shared Key"=
	[47404]"Group Key Update Interval"=3600
    #< Wireless AP setting >
	# 0:off 1:on
	[48001]"wireless ap mode"=0
	# dhcpc ip
	[48002]"wireless ap mode assign ip"=dhcpc
	# dynamic fixed
	[48003]"wireless ap mode assign dns"=dynamic
	[48004]"wireless ap mode ip addr"=
	[48005]"wireless ap mode netmask"=
	[48006]"wireless ap mode gateway"=
	[48007]"wireless ap mode dns1"=
	[48008]"wireless ap mode dns2"=
	[48009]"wireless ap mode name"=DGND3700Bv2
#< Logs >
	# 0:off 1:on
	[50001]"Attempted access to allowed sites"=1
	# 0:off 1:on
	[50002]"Attempted access to blocked sites and services"=1
	# 0:off 1:on
	[50003]"Connections to the Web-based interface of this Router"=1
	# 0:off 1:on
	[50004]"Router operation"=1
	# 0:off 1:on
	[50005]"Known DoS attacks and Port Scans"=1
	# 0:off 1:on
	[50006]"Port Forwarding/Port Triggering"=1
	# 0:off 1:on
	[50007]"Wireless access"=1
	# 0:Disable 1:Broadcast on LAN 2:Send to Syslog server
	[50008]"Syslog"=0
	[50009]"Send to this Syslog server IP address"=
	# 0:off 1:on
	[50010]"Attempted access to allowed sites"=1
	# 0:off 1:on
	[50011]"Wireless turn on or off by schedule"=1
#< Block Sites >
	# 0:Never 1:Always 2:Per Schedule
	[60001]"Keyword Blocking"=0
	[60002]"Block Sites Containing these Keywords or Domain Names"=
	# 0:off 1:on
	[60003]"Allow Trusted IP Address to Visit Blocked Sites"=0
	[60004]"Trusted IP Address"=
#< Firewall Rules >
	# ENABLE:SERVICE_NAME:ACTION:LAN:WAN:LOG
	#
	# ENABLE: 0=on or 1=off
	# SERVICE_NAME: Actual Service in service table
	# ACTION: 0:BLOCK always 1:BLOCK by schedule 2:ALLOW always 3:ALLOW by schedule
	# LAN: 0/0: Any a.b.c.d: Single 1.2.3.4-5.6.7.8: Range
	# WAN: 0/0: Any a.b.c.d: Single 1.2.3.4-5.6.7.8: Range
	# LOG: 0:Never 1:Always 2: Match 3: Not Match
	# ex: 1:Any(ALL):2:192.168.0.250:0/0:1
	[70001]"Inbound Rule"=
	# The Same as Inbound Rule
	[70002]"Outbound Rule"=
	[70003]"Instant Messaging (IM) Ports"=0
#< Services >
	# NAME:PROTOCOL:START_PORT-END_PORT
	#
	# PROTOCOL: tcp udp both all
	# ex: Any(TCP):tcp:1-65535
	[80001]"Service Table"=
	# 0:Never 1:Always 2:Per Schedule
	[80002]"Service Blocking"=0
#< Schedule >
	# DAY:START_TIME-END_TIME ex:1111111:00:00-24:00
	[90001]"Schedule"=1111111:00:00-24:00
    #< Time Zone >
	# UI (-12 ~ GMT ~ +12)
	[90101]"Time Zone"=+1a
	# System (GMT+12 ~ GMT-12)
	[90102]"Time Zone"=GMT+0
	# 0:off 1:on
	[90103]"Daylight Savings Time"=1
	# 0:off 1:on
	[90104]"Use this NTP Server"=0
	[90105]"NTP Server"=
#< E-mail >
	# 0:off 1:on
	[100001]"Turn E-mail Notification On"=0
	[100002]"Send To This E-mail Address"=
	[100003]"Outgoing Mail Server"=
	# 0:off 1:on
	[100004]"My Mail Server requires authentication"=
	[100005]"User Name"=
	[100006]"Password"=
    #< Send E-Mail alerts immediately >
	# 0:off 1:on
	[100101]"If a DoS attack is detected"=0
	# 0:off 1:on
	[100102]"If a Port Scan is detected"=0
	# 0:off 1:on
	[100103]"If someone attempts to access a blocked site"=1
	# 0:None 1:When Log is Full 2:Hourly 3:Daily 4:Daily
	[100104]"Send Logs According to this Schedule"=2
	# 0:off 1:on
	[100105]"Send mail when Log is Full"=0
	# 0:Sun ~ 6:Sat
	[100106]"Day"=0
	# 0 ~ 24
	[100107]"Hour"=1
#< Set Password >
	[110001]"Username"=admin
	[110002]"Password"=LKtlQrlOphbQArYXL0tj6fmTNSHrLtcFEsJGTzjz746A7S/ABap51XFF6uAm9N0F5gpe43kqhM7UF8cqSLnpeNNyDy1QL5knYuZkFF58LXlBi2mg6Pk5VfUohNhLKR6G
	# 1 ~ 999
	[110003]"Login times out"=5
#< WAN Setup >
	# 0:off 1:on
	[120001]"Connect Automatically, as Required"=1
	# 0:off 0:on
	[120002]"Port Scan and DOS Protection"=1
	# 0:off 1:on
	[120003]"Enable DMZ Server"=0
	[120004]"DMZ Server"=
	# 0:off 1:on
	[120005]"Respond to Ping on Internet WAN Port"=0
	[120006]"MTU Size"=1492
	# 0:off 1:on
	[120007]"Enable PPPoE Relay"=0
	# 0:off 1:on
	[120008]"SIP ALG"=0
	[120009]"NAT Filter"=security
#< Dynamic DNS >
	# 0:off 1:on
	[130001]"Use a Dynamic DNS Service"=0
	[130002]"Host Name"=
	[130003]"User Name"=
	[130004]"Password"=
	# 0:off 1:on
	[130005]"Use Wildcards"=0
#< LAN IP Setup >
    #< LAN TCP/IP Setup >
	[140101]"IP Address"=192.168.0.1
	[140102]"IP Subnet Mask"=255.255.255.0
	[140103]"Broadcast IP Address"=192.168.0.255
	# 0:off 1:on
	[140104]"Access Router Management Interface on additional port"=0
	[140105]"Access LAN Port Number"=8080
	[140106]"Device Name"=DGND3700Bv2
    #< RIP >
	# 0:none in:In Only out:Out Only both:Both
	[140201]"RIP Direction"=both
	# 1:RIP-1 2B:RIP-2B 2M:RIP-2M
	[140202]"RIP Version"=0
    #< DHCP Server >
	# 0:off 1:on
	[140301]"Use Router as DHCP Server"=1
	[140302]"Starting IP Address"=192.168.0.2
	[140303]"Ending IP Address"=192.168.0.254
	# Name;IP;MAC
	[140304]"Address Reservation"=
#< Remote Management >
	# 0:off 1:on
	[150001]"Turn Remote Management On"=0
	# 1:single 2:range 3:everyone 4:list
	[150002]"Allow Remote Access By"=3
	[150003]"Only This Computer"=
	[150004]"IP Address Range Start"=
	[150005]"IP Address Range End"=
	[150011]"IP Address List"=
	[150012]"IP Address List"=
	[150013]"IP Address List"=
	[150014]"IP Address List"=
	[150015]"IP Address List"=
	[150016]"IP Address List"=
	[150017]"IP Address List"=
	[150018]"IP Address List"=
	[150019]"IP Address List"=
	[150020]"IP Address List"=
	[150006]"Port Number"=8443
#< Static Routes >
	# Name:Dest_ip:Netmask:Gateway:Metric:Private:Active
	[160001]"Routes"=
	# Name:Dest_ip:Netmask:Gateway:Metric:Private:Active
	[160002]"WAN Routes"=
#< UPnP >
	# 0:off 1:on
	[170001]"Turn UPnP On"=1
	[170002]"Advertisement Period"=30
	[170003]"Advertisement Time To Live"=4
#< AUTOUPG >
	# 0:off 1:on
	[230001]"Firmware auto upgrade check"=1
	# 0:off 1:on
	[230002]"Pop windows"=1
	# 0:off 1:on
	[230003]"Parental Control enable"=0
	[230004]"MAC:DeviceID"=
#< US_ONLY >
#< QoS >
	# 0:off 1:on
	[250001]"Enable QoS Feature"=0
	[250004]"QoS rules"=0�MSN Messenger�+�1863,6901,6891-6900+1863,5190,6901�1
	[250004]"QoS rules"=0�Yahoo Messenger�+�5050,5150,5001,1614,80+�1
	[250004]"QoS rules"=0�IP Phone�+�1718-1720,1731,22136,5060,6670+6670�0
	[250004]"QoS rules"=0�Vonage IP Phone�+�+53,69,123,5060,5061,10000-20000�0
	[250004]"QoS rules"=0�NetMeeting�+�389,522,1503+�1
	[250004]"QoS rules"=0�AIM�+�5190-5193,2773,2153+�1
	[250004]"QoS rules"=0�Google Talk�+�5222,5223,433+�0
	[250004]"QoS rules"=0�Netgear EVA�+�+49152-49155�0
	[250004]"QoS rules"=1�Counter Strike�+�27030-27039+1200,27000-27015�1
	[250004]"QoS rules"=1�Age of Empires�+�47624,2300-2400+2300-2400�1
	[250004]"QoS rules"=1�Everquest�+�7000+5999,5998�1
	[250004]"QoS rules"=1�Quake 2�+�+27910�1
	[250004]"QoS rules"=1�Quake 3�+�+27660-27665�1
	[250004]"QoS rules"=1�Unreal Tourment�+�8080+7777,7778,7779-7781,27900,27500�1
	[250004]"QoS rules"=1�Warcraft�+�6113-6119,3724,6881-6890,6902-6999+�1
	# 0:off 1:on
	[250009]"Enable Wi-Fi multi-media Settings"=1
	# 0:off 1:on
	[250010]"Enable Bandwidth Control"=
	[250011]"Uplink bandwidth"=
	# Kbps Mbps
	[250012]"Uplink rate Unit"=Kbps
	# 1: manual config 2: auto config
	[250013]"Uplink bandwidth set method"=1
#< Port Forward >
	# 0:off 1:on
	[260001]"Port Forward disable"=0
	# ENABLE:APP NAME:PROTOCOL:PORT:IP
	[260002]"Port Forward rules"=
#< Port Trigger >
	# 0:off 1:on
	[270001]"Port Trigger disable"=0
	[270002]"Port Trigger timeout"=20
	# ENABLE:APP NAME:TRIGGER USER:TRIGGER TYPE:TRIGGER PORT:OPEN TYPE:OPEN PORT
	[270003]"Port Trigger rules"=
#< USB >
	# 0:off 1:on
	[280001]"ftp_server_enable"=0
	# 0:off 1:on
	[280002]"ftp_server_wan_enable"=0
	[280003]"ftp_server_wan_port"=21
	# 0:off 1:on
	[280004]"smb_server_enable"=1
	# 0:off 1:on
	[280005]"http_server_enable"=1
	# 0:off 1:on
	[280006]"http_server_wan_enable"=0
	[280007]"http_server_wan_port"=443
	[280008]"storage_share"=
	[280009]"storage_machine_name"=readyshare
	[280010]"storage_new_workgroup"=Workgroup
	# 0:approved 1:all
	[280011]"storage_allow_all"=1
	[280012]"sd share info"=
#< Traffic Meter >
	# 0:off 1:on
	[290001]"tm_enable"=0
	[290002]"tm_limit_by"=0
	[290003]"tm_limit_dir"=0
	[290004]"tm_limit_volumn"=
	[290005]"tm_limit_time"=
	[290006]"tm_roundup_volumn"=0
	[290007]"tm_reset_hour"=0
	[290008]"tm_reset_minute"=00
	[290009]"tm_reset_day"=1
	[290010]"tm_watermark"=0
	# 0:off 1:on
	[290011]"tm_action_led"=0
	# 0:off 1:on
	[290012]"tm_action_internet"=0
	[290013]"tm_poll_interval"=10
	[290014]"tm_ampm"=am
	[290015]"tm_start_time"=0
#< DLNA >
	# 0:off 1:on
	[300001]"media server_enable"=0
	[310002]"media_server_name"=ReadyDLNA
#< IPV6 >
	[320001]"ip6_mode"=disable
	[320002]"ip6_pppoe_username"=
	[320003]"ip6_pppoe_passwd"=
	[320004]"ip6_pppoe_service"=
	[320005]"ip6_dhcp_account"=
	[320006]"ip6_dhcp_domain"=
	[320007]"ip6_lan_mode"=0
	# 0:off 1:on
	[320008]"ip6_ifid_enable"=0
	[320009]"ip6_ifid"=
	[320010]"ip6_fix_wan_ipaddr"=
	[320011]"ip6_fix_wan_plen"=
	[320012]"ip6_fix_dns1"=
	[320013]"ip6_fix_dns2"=
	[320014]"ip6_fix_lan_ipaddr"=
	[320015]"ip6_fix_lan_plen"=
	# 0:off 1:on
	[320016]"ip6_custom_6to4router"=0
	[320017]"ip6_6to4router"=
	# 0:off 1:on
	[320018]"dod_disable"=0
��Ó�ø�
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Release Note for V1.1.00.14_1.00.14

I. Introduction


Date: 



Jan. 8  2013

Model number: 

DGND3700Bv2


Version number: 

V1.1.00.14_1.00.14

ADSL driver version: 

 B2pD038g.d24a

Wireless Driver version: 
5.100 RC138.2001



BSP version:


bcm963xx_4.12L.04

Purpose of the release: 
Beta release.


Customer: 


Netgear


II. The default settings




[image: image1.wmf]NETGEAR_DGND3700Bv2.cfg




III. Changes and bug fixes 

Fix device will hang up when do auto upgrade too many times.

IV. The known unfixed issues


V. MD5 checksum


        1D7EE0F88C9E15EC7006E5FC67FEC7D2 ACADH72-102-1015.img

VI. Procedures for uploading the new firmware


To load this firmware, click Router Upgrade from the Maintenance section. Then:


1. Download and unzip the new file from NETGEAR. The filename after unzipping is ACADH72-102-1015.img 


2. Using a web browser, login to the router as admin. 


3. Under Maintenance click Router Upgrade. 


4. Click Browse and locate the upgrade file ACADH72-102-1015.img. 


5. Click Upload. 


6. Wait for the upgrade progress bar to complete and final prompt to appear. 


If problems occur after upgrading, try clearing the configuration by pressing the Factory Defaults pushbutton on the rear panel until the Test LED blinks (about 10 seconds). Then reenter your configuration information manually.


VII. Previous Release note


Include the previous release note here as the embedded file.
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_1419169801/NETGEAR_DGND3700Bv2.cfg

# Netgear DGND3700Bv2 Text Format Configure File v0.2
# 
# FW Version V1.1.00.15_1.00.15
# 
# Usage:
# 	# value list or syntax
# 	[index]"variable"=value

#< Wizard >
	# English German Italian French
	[10001]"Language"=English
	# Australia France Ireland Italy Singapore Sweden Switzerland UK Other
	[10002]"Country"=
	# English German Italian French
	[10003]"Language select"=Auto
	# English German Italian French
	[10004]"Language select backup"=Auto
	# blankstate configed succeed
	[10005]"Device config state"=configured
#< Basic Settings >
	# dhcpc pppoe ip pptpc
	[20001]"WAN protocol"=pppoe
	# 0:off 1:on
	[20002]"NAT (Network Address Translation)"=1
	# 0:off 1:on
	[20003]"NAT (Network Address Translation)"=
	# auto eth dsl
	[20004]"WAN Preference"=auto
	# dhcpc pppoe ip pptpc
	[20005]"WAN protocol of 3G"=
    #< PPPoE >
	[20101]"Login"=
	[20102]"Password"=
	[20103]"Service Name"=
	[20104]"Idle Timeout"=5
	[20105]"Static IP Address"=
	# tonline 1und1 other
	[20006]"pppoe isp"=tonline
	[20107]"connection identifier"=
	[20108]"T online number"=
	[20109]"co_user_suffix"=
	[20110]"pppoe username 1&1"=
	[20111]"pppoe username other"=
    #< PPPoA >
	[20201]"Login"=Guest
	[20202]"Password"=
	[20203]"Idle Timeout"=5
	[20204]"Static IP Address"=
    #< Get Dynamically From ISP >
	[20301]"Account Name"=
	[20302]"Domain Name"=
    #< Static IP Address >
	[20401]"IP Address"=
	[20402]"IP Subnet Mask"=
	[20403]"Gateway IP Address"=
    #< IP Over ATM (IPoA) >
	[20501]"IP Address"=
	[20502]"IP Subnet Mask"=
	[20503]"Gateway IP Address"=
    #< Domain Name Server (DNS) Address >
	# 0:off 1:on
	[20601]"Use These DNS Servers"=0
	[20602]"Primary DNS"=
	[20603]"Secondary DNS"=
    #< Router MAC Address >
	# MAC address
	[20701]"Use This MAC Address"=
    #< PPTP >
	[20801]"Login"=
	[20802]"Password"=
	[20803]"Local IP Address"=
	[20804]"IP Subnet Mask"=
	[20805]"Gateway IP Address"=
	[20806]"Server IP Address"=
	[20807]"Connection ID"=
	[20808]"Idle Timeout"=5
    #< WAN2 Basic Settings >
	# dhcpc pppoe ip pptpc
	[22001]"WAN protocol"=dhcpc
	# 0:off 1:on
	[22002]"NAT (Network Address Translation)"=1
	# 0:off 1:on
	[22003]"NAT (Network Address Translation)"=
	# auto eth dsl
	[22004]"WAN Preference"=
    #< WAN2 PPPoE >
	[22101]"Login"=
	[22102]"Password"=
	[22103]"Service Name"=
	[22104]"Idle Timeout"=0
	[22105]"Static IP Address"=
	# tonline 1und1 other
	[22106]"pppoe isp"=tonline
	[22107]"connection identifier"=
	[22108]"T online number"=
	[22109]"co_user_suffix"=
	[22110]"pppoe username 1&1"=
	[22111]"pppoe username other"=
    #< WAN2 PPPoA >
	[22201]"Login"=Guest
	[22202]"Password"=
	[22203]"Idle Timeout"=0
	[22204]"Static IP Address"=
    #< WAN2 Get Dynamically From ISP >
	[22301]"Account Name"=
	[22302]"Domain Name"=
    #< WAN2 Static IP Address >
	[22401]"IP Address"=
	[22402]"IP Subnet Mask"=
	[22403]"Gateway IP Address"=
    #< WAN2 Domain Name Server (DNS) Address >
	# 0:off 1:on
	[22601]"Use These DNS Servers"=0
	[22602]"Primary DNS"=
	[22603]"Secondary DNS"=
    #< WAN2 Router MAC Address >
	# MAC address
	[22701]"Use This MAC Address"=
    #< WAN7 Basic Settings >
	# dhcpc pppoe ip pptpc
	[27001]"WAN protocol"=pppoe
	# 0:off 1:on
	[27002]"NAT (Network Address Translation)"=1
	# 0:off 1:on
	[27003]"NAT (Network Address Translation)"=
	# auto eth dsl
	[27004]"WAN Preference"=
    #< WAN7 PPPoE >
	[27101]"Login"=
	[27102]"Password"=
	[27103]"Service Name"=
	[27104]"Idle Timeout"=5
	[27105]"Static IP Address"=
	# tonline 1und1 other
	[27106]"pppoe isp"=tonline
	[27107]"connection identifier"=
	[27108]"T online number"=
	[27109]"co_user_suffix"=
	[27110]"pppoe username 1&1"=
	[27111]"pppoe username other"=
    #< WAN7 PPPoA >
	[27201]"Login"=Guest
	[27202]"Password"=
	[27203]"Idle Timeout"=5
	[27204]"Static IP Address"=
    #< WAN7 Get Dynamically From ISP >
	[27301]"Account Name"=
	[27302]"Domain Name"=
    #< WAN7 Static IP Address >
	[27401]"IP Address"=
	[27402]"IP Subnet Mask"=
	[27403]"Gateway IP Address"=
    #< WAN7 Domain Name Server (DNS) Address >
	# 0:off 1:on
	[27601]"Use These DNS Servers"=0
	[27602]"Primary DNS"=
	[27603]"Secondary DNS"=
    #< WAN7 Router MAC Address >
	# MAC address
	[27701]"Use This MAC Address"=
    #< WAN8 Basic Settings >
	# dhcpc pppoe ip pptpc
	[28001]"WAN protocol"=dhcpc
	# 0:off 1:on
	[28002]"NAT (Network Address Translation)"=1
	# 0:off 1:on
	[28003]"NAT (Network Address Translation)"=
	# auto eth dsl
	[28004]"WAN Preference"=
    #< WAN8 PPPoE >
	[28101]"Login"=
	[28102]"Password"=
	[28103]"Service Name"=
	[28104]"Idle Timeout"=0
	[28105]"Static IP Address"=
	# tonline 1und1 other
	[28106]"pppoe isp"=tonline
	[28107]"connection identifier"=
	[28108]"T online number"=
	[28109]"co_user_suffix"=
	[28110]"pppoe username 1&1"=
	[28111]"pppoe username other"=
    #< WAN8 PPPoA >
	[28201]"Login"=Guest
	[28202]"Password"=
	[28203]"Idle Timeout"=0
	[28204]"Static IP Address"=
    #< WAN8 Get Dynamically From ISP >
	[28301]"Account Name"=
	[28302]"Domain Name"=
    #< WAN8 Static IP Address >
	[28401]"IP Address"=
	[28402]"IP Subnet Mask"=
	[28403]"Gateway IP Address"=
    #< WAN8 Domain Name Server (DNS) Address >
	# 0:off 1:on
	[28601]"Use These DNS Servers"=0
	[28602]"Primary DNS"=
	[28603]"Secondary DNS"=
    #< WAN8 Router MAC Address >
	# MAC address
	[28701]"Use This MAC Address"=
#< ADSL Settings >
	# 0: LLC-BASED 1: VC-BASED
	[30001]"Multiplexing Method"=0
	[30002]"VPI"=1
	[30003]"VCI"=32
	[30004]"DSL Mode"=MMODE
	[30005]"Internet Service provider"=DT
	[30006]"Use VLANID"=7
	# 0:off 1:on
	[30007]"Enable This Interface"=1
	# 0:off 1:on
	[30008]"Use VLANID"=1
    #< WAN2 ADSL Settings >
	# 0: LLC-BASED 1: VC-BASED
	[32001]"Multiplexing Method"=0
	[32002]"VPI"=1
	[32003]"VCI"=32
	[32004]"Use VLANID"=8
	# 0:off 1:on
	[32005]"Enable This Interface"=1
	# 0:off 1:on
	[32006]"Use VLANID"=1
    #< WAN7 ADSL Settings >
	# 0: LLC-BASED 1: VC-BASED
	[37001]"Multiplexing Method"=0
	[37002]"VPI"=1
	[37003]"VCI"=32
	[37004]"Use VLANID"=7
	# 0:off 1:on
	[37005]"Enable This Interface"=1
	# 0:off 1:on
	[37006]"Use VLANID"=1
    #< WAN8 ADSL Settings >
	# 0: LLC-BASED 1: VC-BASED
	[38001]"Multiplexing Method"=0
	[38002]"VPI"=1
	[38003]"VCI"=32
	[38004]"Use VLANID"=8
	# 0:off 1:on
	[38005]"Enable This Interface"=1
	# 0:off 1:on
	[38006]"Use VLANID"=1
#< Wireless Settings >
	[40001]"Name (SSID)"=NETGEAR61
	# Africa Asia Australia Canada Europe Israel Japan Korea Mexico 'Middle East' 'South America' 'Unites States'
	[40002]"Region"=Europe
	# 0 - 13
	[40003]"Channel"=0
	# 0: g & b 1: b only 3: g only 7: Up to 145Mbps 8: Up to 300Mbps
	[40004]"Mode"=7
	# 0:off 1:on
	[40005]"Enable Wireless Access Point"=1
	# 0:off 1:on
	[40006]"Allow Broadcast of Name (SSID)"=1
	# 0:off 1:on
	[40007]"Wireless Isolation"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[40008]"Security Options"=3
    #< Wireless Station Access List >
	# 0:off 1:on
	[40101]"Turn Access Control On"=0
	# MAC+name
	[40102]"Trusted Wireless Stations"=
    #< WEP (Wired Equivalent Privacy) >
	# 1: Open System  2: Shared Key 3: Automatic
	[40201]"Authentication Type"=3
	# 0 64 or 128
	[40202]"Encryption Strength"=0
	# 1 2 3 4
	[40203]"Key Index"=1
	[40204]"Key 1"=
	[40205]"Key 2"=
	[40206]"Key 3"=
	[40207]"Key 4"=
    #< WPA-PSK >
	# (8 ~ 64 characters)
	[40301]"Network Key"=m7nTzshp/sik9I5wuj5uVkoOsRJHyC5L+ZM1Iesu1wUSwkZPOPPvjoDtL8AFqnnVcUXq4Cb03QXmCl7jeSqEztQXxypIuel403IPLVAvmSdi5mQUXnwteTKdAANPCaIL
    #< WPA/WPA2 Enterprise >
	[40401]"Radius Server IP Address"=
	[40402]"Radius Port"=1812
	[40403]"Shared Key"=
	[40404]"Group Key Update Interval"=3600
    #< Advanced Wireless Settings >
	[40901]"Enable Wireless Bridging and Repeating"=0
	# point:Wireless Point-to-Point Bridge multi:Wireless Point to Multi-Point Bridge reapter:Repeater with Wireless Client Association
	[40902]"WDS Mode"=repeater
	# Wireless Point-to-Point Bridge
	[40903]"Remote MAC Address"=
	# Wireless Point to Multi-Point Bridge
	[40904]"Remote MAC Address 1"=
	[40905]"Remote MAC Address 2"=
	[40906]"Remote MAC Address 3"=
	[40907]"Remote MAC Address 4"=
	# Repeater with Wireless Client Association
	[40908]"Remote MAC Address 1"=
	[40909]"Remote MAC Address 2"=
	[40910]"Remote MAC Address 3"=
	[40911]"Remote MAC Address 4"=
	[40912]"Disable Wireless Client Association"=0
	[40913]"Router's PIN status"=0
	[40914]"WPS config status"=1
	[40915]"Fragmentation Threshold"=2346
	[40916]"CTS/RTS Threshold"=2347
	[40917]"Preamble Mode"=1
	# Repeater IP
	[40918]"Repeater IP Address 1"=
	[40919]"Repeater IP Address 2"=
	[40920]"Repeater IP Address 3"=
	[40921]"Repeater IP Address 4"=
	# 0:off 1:on
	[40930]"WIFI schedule on off"=
	# Repeater IP
	[40931]"WIFI schedule rule"=
    #< Multi-SSID 2 Settings >
	[42001]"Name"=NETGEAR-Guest
	# 0:off 1:on
	[42002]"Enable Wireless Access Point"=0
	# 0:off 1:on
	[42003]"Allow Broadcast of Name"=1
	# 0:off 1:on
	[42004]"Allow Guest to access MY Local Network"=0
	# 0:off 1:on
	[42005]"Wireless Isolation"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[42006]"Security Options"=0
    #< Multi-SSID 2 WEP >
	# 1: Open System  2: Shared Key 3: Automatic
	[42101]"Authentication Type"=3
	# 0 64 or 128
	[42102]"Encryption Strength"=0
	# 1 2 3 4
	[42103]"Key Index"=1
	[42104]"Key 1"=
	[42105]"Key 2"=
	[42106]"Key 3"=
	[42107]"Key 4"=
    #< Multi-SSID 2 WPA-PSK >
	# (8 ~ 64 characters)
	[42201]"Network Key"=
    #< WPA/WPA2 2 Enterprise >
	[42401]"Radius Server IP Address"=
	[42402]"Radius Port"=1812
	[42403]"Shared Key"=
	[42404]"Group Key Update Interval"=3600
    #< Multi-SSID 3 Settings >
	[43001]"Name"=NETGEAR-Guest2
	# 0:off 1:on
	[43002]"Enable Wireless Access Point"=0
	# 0:off 1:on
	[43003]"Allow Broadcast of Name"=1
	# 0:off 1:on
	[43004]"Allow Guest to access MY Local Network"=0
	# 0:off 1:on
	[43005]"Wireless Isolation"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[43006]"Security Options"=0
    #< Multi-SSID 3 WEP >
	# 1: Open System  2: Shared Key 3: Automatic
	[43101]"Authentication Type"=3
	# 0 64 or 128
	[43102]"Encryption Strength"=0
	# 1 2 3 4
	[43103]"Key Index"=1
	[43104]"Key 1"=
	[43105]"Key 2"=
	[43106]"Key 3"=
	[43107]"Key 4"=
    #< Multi-SSID 3 WPA-PSK >
	# (8 ~ 64 characters)
	[43201]"Network Key"=
    #< WPA/WPA2 3 Enterprise >
	[43401]"Radius Server IP Address"=
	[43402]"Radius Port"=1812
	[43403]"Shared Key"=
	[43404]"Group Key Update Interval"=3600
    #< Multi-SSID 4 Settings >
	[44001]"Name"=NETGEAR-Guest3
	# 0:off 1:on
	[44002]"Enable Wireless Access Point"=0
	# 0:off 1:on
	[44003]"Allow Broadcast of Name"=1
	# 0:off 1:on
	[44004]"Allow Guest to access MY Local Network"=0
	# 0:off 1:on
	[44005]"Wireless Isolation"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[44006]"Security Options"=0
    #< Multi-SSID 4 WEP >
	# 1: Open System  2: Shared Key 3: Automatic
	[44101]"Authentication Type"=3
	# 0 64 or 128
	[44102]"Encryption Strength"=0
	# 1 2 3 4
	[44103]"Key Index"=1
	[44104]"Key 1"=
	[44105]"Key 2"=
	[44106]"Key 3"=
	[44107]"Key 4"=
    #< Multi-SSID 4 WPA-PSK >
	# (8 ~ 64 characters)
	[44201]"Network Key"=
    #< WPA/WPA2 4 Enterprise >
	[44401]"Radius Server IP Address"=
	[44402]"Radius Port"=1812
	[44403]"Shared Key"=
	[44404]"Group Key Update Interval"=3600
    #< Wireless Settings(For 11N) >
	[41001]"Name (11N SSID)"=NETGEAR61-5G
	# Africa Asia Australia Canada France Israel Japan Mexico 'South America'
	[41002]"Region"=Asia
	# 36,40,44,48,149,153,157,161
	[41003]"11N Channel"=44
	# 0: g & b 1: b only 3: g only 7: Up to 145Mbps 8: Up to 300Mbps
	[41004]"Mode"=8
	# 1:band A, 2:band B
	[41005]"11G Band"=2
	# 0:off 1:on
	[41006]"Enable Wireless Access Point"=1
	# 0:off 1:on
	[41007]"Allow Broadcast of Name (SSID)"=1
	# 0:off 1:on
	[41008]"Wireless Isolation"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[41009]"Security Options"=3
    #< Wireless Station Access List(For 11N) >
	# 0:off 1:on
	[41101]"Turn Access Control On"=0
	# MAC+name
	[41102]"Trusted Wireless Stations"=
    #< WEP (Wired Equivalent Privacy)(For 11N) >
	# 1: Open System  2: Shared Key 3: Automatic
	[41201]"Authentication Type"=3
	# 0 64 or 128
	[41202]"Encryption Strength"=0
	# 1 2 3 4
	[41203]"Key Index"=1
	[41204]"Key 1"=
	[41205]"Key 2"=
	[41206]"Key 3"=
	[41207]"Key 4"=
    #< WPA-PSK(For 11N) >
	# (8 ~ 64 characters)
	[41301]"Network Key"=m7nTzshp/sik9I5wuj5uVkoOsRJHyC5L+ZM1Iesu1wUSwkZPOPPvjoDtL8AFqnnVcUXq4Cb03QXmCl7jeSqEztQXxypIuel403IPLVAvmSdi5mQUXnwteTKdAANPCaIL
    #< WPA-802.1x(For 11N) >
	[41401]"Radius Server Name/IP Address"=
	[41402]"Radius Port"=1812
	[41403]"Shared Key"=
	[41404]"Group Key Update Interval"=3600
    #< Advanced Wireless Settings(For 11N) >
	[41901]"Enable Wireless Bridging and Repeating"=0
	# point:Wireless Point-to-Point Bridge multi:Wireless Point to Multi-Point Bridge reapter:Repeater with Wireless Client Association
	[41902]"WDS Mode"=repeater
	# Wireless Point-to-Point Bridge
	[41903]"Remote MAC Address"=
	# Wireless Point to Multi-Point Bridge
	[41904]"Remote MAC Address 1"=
	[41905]"Remote MAC Address 2"=
	[41906]"Remote MAC Address 3"=
	[41907]"Remote MAC Address 4"=
	# Repeater with Wireless Client Association
	[41908]"Remote MAC Address 1"=
	[41909]"Remote MAC Address 2"=
	[41910]"Remote MAC Address 3"=
	[41911]"Remote MAC Address 4"=
	[41912]"Disable Wireless Client Association"=0
	[41915]"Fragmentation Threshold"=2346
	[41916]"CTS/RTS Threshold"=2347
	[41917]"Preamble Mode"=1
	# 0:off 1:on
	[41930]"WIFI schedule on off"=
	# Repeater IP
	[41931]"WIFI schedule rule"=
    #< Multi-SSID 2 Settings(For 11N) >
	[45001]"Name"=NETGEAR-5G-Guest
	# 0:off 1:on
	[45002]"Enable Wireless Access Point"=0
	# 0:off 1:on
	[45003]"Allow Broadcast of Name"=1
	# 0:off 1:on
	[45004]"Allow Guest to access MY Local Network"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[45005]"Security Options"=0
	# 0:off 1:on
	[45006]"Wireless Isolation"=0
    #< Multi-SSID 2 WEP(For 11N) >
	# 1: Open System  2: Shared Key 3: Automatic
	[45101]"Authentication Type"=3
	# 0 64 or 128
	[45102]"Encryption Strength"=0
	# 1 2 3 4
	[45103]"Key Index"=1
	[45104]"Key 1"=
	[45105]"Key 2"=
	[45106]"Key 3"=
	[45107]"Key 4"=
    #< Multi-SSID 2 WPA-PSK(For 11N) >
	# (8 ~ 64 characters)
	[45201]"Network Key"=
    #< WPA/WPA2 2 Enterprise(For 11N) >
	[45401]"Radius Server IP Address"=
	[45402]"Radius Port"=1812
	[45403]"Shared Key"=
	[45404]"Group Key Update Interval"=3600
    #< Multi-SSID 3 Settings(For 11N) >
	[46001]"Name"=NETGEAR-5G-Guest2
	# 0:off 1:on
	[46002]"Enable Wireless Access Point"=0
	# 0:off 1:on
	[46003]"Allow Broadcast of Name"=1
	# 0:off 1:on
	[46004]"Allow Guest to access MY Local Network"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[46005]"Security Options"=0
	# 0:off 1:on
	[46006]"Wireless Isolation"=0
    #< Multi-SSID 3 WEP(For 11N) >
	# 1: Open System  2: Shared Key 3: Automatic
	[46101]"Authentication Type"=3
	# 0 64 or 128
	[46102]"Encryption Strength"=0
	# 1 2 3 4
	[46103]"Key Index"=1
	[46104]"Key 1"=
	[46105]"Key 2"=
	[46106]"Key 3"=
	[46107]"Key 4"=
    #< Multi-SSID 3 WPA-PSK(For 11N) >
	# (8 ~ 64 characters)
	[46201]"Network Key"=
    #< WPA/WPA2 3 Enterprise(For 11N) >
	[46401]"Radius Server IP Address"=
	[46402]"Radius Port"=1812
	[46403]"Shared Key"=
	[46404]"Group Key Update Interval"=3600
    #< Multi-SSID 4 Settings(For 11N) >
	[47001]"Name"=NETGEAR-5G-Guest3
	# 0:off 1:on
	[47002]"Enable Wireless Access Point"=0
	# 0:off 1:on
	[47003]"Allow Broadcast of Name"=1
	# 0:off 1:on
	[47004]"Allow Guest to access MY Local Network"=0
	# 0:off 1:wep 2:wpa 3:wpa2_psk 4:wpa_wpa2_pak 5:802.1x 6:wpa2_802.1x 7:wpa+wpa2_802.1x
	[47005]"Security Options"=0
	# 0:off 1:on
	[47006]"Wireless Isolation"=0
    #< Multi-SSID 4 WEP(For 11N) >
	# 1: Open System  2: Shared Key 3: Automatic
	[47101]"Authentication Type"=3
	# 0 64 or 128
	[47102]"Encryption Strength"=0
	# 1 2 3 4
	[47103]"Key Index"=1
	[47104]"Key 1"=
	[47105]"Key 2"=
	[47106]"Key 3"=
	[47107]"Key 4"=
    #< Multi-SSID 4 WPA-PSK(For 11N) >
	# (8 ~ 64 characters)
	[47201]"Network Key"=
    #< WPA/WPA2 Enterprise >
	[47401]"Radius Server IP Address"=
	[47402]"Radius Port"=1812
	[47403]"Shared Key"=
	[47404]"Group Key Update Interval"=3600
    #< Wireless AP setting >
	# 0:off 1:on
	[48001]"wireless ap mode"=0
	# dhcpc ip
	[48002]"wireless ap mode assign ip"=dhcpc
	# dynamic fixed
	[48003]"wireless ap mode assign dns"=dynamic
	[48004]"wireless ap mode ip addr"=
	[48005]"wireless ap mode netmask"=
	[48006]"wireless ap mode gateway"=
	[48007]"wireless ap mode dns1"=
	[48008]"wireless ap mode dns2"=
	[48009]"wireless ap mode name"=DGND3700Bv2
#< Logs >
	# 0:off 1:on
	[50001]"Attempted access to allowed sites"=1
	# 0:off 1:on
	[50002]"Attempted access to blocked sites and services"=1
	# 0:off 1:on
	[50003]"Connections to the Web-based interface of this Router"=1
	# 0:off 1:on
	[50004]"Router operation"=1
	# 0:off 1:on
	[50005]"Known DoS attacks and Port Scans"=1
	# 0:off 1:on
	[50006]"Port Forwarding/Port Triggering"=1
	# 0:off 1:on
	[50007]"Wireless access"=1
	# 0:Disable 1:Broadcast on LAN 2:Send to Syslog server
	[50008]"Syslog"=0
	[50009]"Send to this Syslog server IP address"=
	# 0:off 1:on
	[50010]"Attempted access to allowed sites"=1
	# 0:off 1:on
	[50011]"Wireless turn on or off by schedule"=1
#< Block Sites >
	# 0:Never 1:Always 2:Per Schedule
	[60001]"Keyword Blocking"=0
	[60002]"Block Sites Containing these Keywords or Domain Names"=
	# 0:off 1:on
	[60003]"Allow Trusted IP Address to Visit Blocked Sites"=0
	[60004]"Trusted IP Address"=
#< Firewall Rules >
	# ENABLE:SERVICE_NAME:ACTION:LAN:WAN:LOG
	#
	# ENABLE: 0=on or 1=off
	# SERVICE_NAME: Actual Service in service table
	# ACTION: 0:BLOCK always 1:BLOCK by schedule 2:ALLOW always 3:ALLOW by schedule
	# LAN: 0/0: Any a.b.c.d: Single 1.2.3.4-5.6.7.8: Range
	# WAN: 0/0: Any a.b.c.d: Single 1.2.3.4-5.6.7.8: Range
	# LOG: 0:Never 1:Always 2: Match 3: Not Match
	# ex: 1:Any(ALL):2:192.168.0.250:0/0:1
	[70001]"Inbound Rule"=
	# The Same as Inbound Rule
	[70002]"Outbound Rule"=
	[70003]"Instant Messaging (IM) Ports"=0
#< Services >
	# NAME:PROTOCOL:START_PORT-END_PORT
	#
	# PROTOCOL: tcp udp both all
	# ex: Any(TCP):tcp:1-65535
	[80001]"Service Table"=
	# 0:Never 1:Always 2:Per Schedule
	[80002]"Service Blocking"=0
#< Schedule >
	# DAY:START_TIME-END_TIME ex:1111111:00:00-24:00
	[90001]"Schedule"=1111111:00:00-24:00
    #< Time Zone >
	# UI (-12 ~ GMT ~ +12)
	[90101]"Time Zone"=+1a
	# System (GMT+12 ~ GMT-12)
	[90102]"Time Zone"=GMT+0
	# 0:off 1:on
	[90103]"Daylight Savings Time"=1
	# 0:off 1:on
	[90104]"Use this NTP Server"=0
	[90105]"NTP Server"=
#< E-mail >
	# 0:off 1:on
	[100001]"Turn E-mail Notification On"=0
	[100002]"Send To This E-mail Address"=
	[100003]"Outgoing Mail Server"=
	# 0:off 1:on
	[100004]"My Mail Server requires authentication"=
	[100005]"User Name"=
	[100006]"Password"=
    #< Send E-Mail alerts immediately >
	# 0:off 1:on
	[100101]"If a DoS attack is detected"=0
	# 0:off 1:on
	[100102]"If a Port Scan is detected"=0
	# 0:off 1:on
	[100103]"If someone attempts to access a blocked site"=1
	# 0:None 1:When Log is Full 2:Hourly 3:Daily 4:Daily
	[100104]"Send Logs According to this Schedule"=2
	# 0:off 1:on
	[100105]"Send mail when Log is Full"=0
	# 0:Sun ~ 6:Sat
	[100106]"Day"=0
	# 0 ~ 24
	[100107]"Hour"=1
#< Set Password >
	[110001]"Username"=admin
	[110002]"Password"=LKtlQrlOphbQArYXL0tj6fmTNSHrLtcFEsJGTzjz746A7S/ABap51XFF6uAm9N0F5gpe43kqhM7UF8cqSLnpeNNyDy1QL5knYuZkFF58LXlBi2mg6Pk5VfUohNhLKR6G
	# 1 ~ 999
	[110003]"Login times out"=5
#< WAN Setup >
	# 0:off 1:on
	[120001]"Connect Automatically, as Required"=1
	# 0:off 0:on
	[120002]"Port Scan and DOS Protection"=1
	# 0:off 1:on
	[120003]"Enable DMZ Server"=0
	[120004]"DMZ Server"=
	# 0:off 1:on
	[120005]"Respond to Ping on Internet WAN Port"=0
	[120006]"MTU Size"=1492
	# 0:off 1:on
	[120007]"Enable PPPoE Relay"=0
	# 0:off 1:on
	[120008]"SIP ALG"=0
	[120009]"NAT Filter"=security
#< Dynamic DNS >
	# 0:off 1:on
	[130001]"Use a Dynamic DNS Service"=0
	[130002]"Host Name"=
	[130003]"User Name"=
	[130004]"Password"=
	# 0:off 1:on
	[130005]"Use Wildcards"=0
#< LAN IP Setup >
    #< LAN TCP/IP Setup >
	[140101]"IP Address"=192.168.0.1
	[140102]"IP Subnet Mask"=255.255.255.0
	[140103]"Broadcast IP Address"=192.168.0.255
	# 0:off 1:on
	[140104]"Access Router Management Interface on additional port"=0
	[140105]"Access LAN Port Number"=8080
	[140106]"Device Name"=DGND3700Bv2
    #< RIP >
	# 0:none in:In Only out:Out Only both:Both
	[140201]"RIP Direction"=both
	# 1:RIP-1 2B:RIP-2B 2M:RIP-2M
	[140202]"RIP Version"=0
    #< DHCP Server >
	# 0:off 1:on
	[140301]"Use Router as DHCP Server"=1
	[140302]"Starting IP Address"=192.168.0.2
	[140303]"Ending IP Address"=192.168.0.254
	# Name;IP;MAC
	[140304]"Address Reservation"=
#< Remote Management >
	# 0:off 1:on
	[150001]"Turn Remote Management On"=0
	# 1:single 2:range 3:everyone 4:list
	[150002]"Allow Remote Access By"=3
	[150003]"Only This Computer"=
	[150004]"IP Address Range Start"=
	[150005]"IP Address Range End"=
	[150011]"IP Address List"=
	[150012]"IP Address List"=
	[150013]"IP Address List"=
	[150014]"IP Address List"=
	[150015]"IP Address List"=
	[150016]"IP Address List"=
	[150017]"IP Address List"=
	[150018]"IP Address List"=
	[150019]"IP Address List"=
	[150020]"IP Address List"=
	[150006]"Port Number"=8443
#< Static Routes >
	# Name:Dest_ip:Netmask:Gateway:Metric:Private:Active
	[160001]"Routes"=
	# Name:Dest_ip:Netmask:Gateway:Metric:Private:Active
	[160002]"WAN Routes"=
#< UPnP >
	# 0:off 1:on
	[170001]"Turn UPnP On"=1
	[170002]"Advertisement Period"=30
	[170003]"Advertisement Time To Live"=4
#< AUTOUPG >
	# 0:off 1:on
	[230001]"Firmware auto upgrade check"=1
	# 0:off 1:on
	[230002]"Pop windows"=1
	# 0:off 1:on
	[230003]"Parental Control enable"=0
	[230004]"MAC:DeviceID"=
#< US_ONLY >
#< QoS >
	# 0:off 1:on
	[250001]"Enable QoS Feature"=0
	[250004]"QoS rules"=0�MSN Messenger�+�1863,6901,6891-6900+1863,5190,6901�1
	[250004]"QoS rules"=0�Yahoo Messenger�+�5050,5150,5001,1614,80+�1
	[250004]"QoS rules"=0�IP Phone�+�1718-1720,1731,22136,5060,6670+6670�0
	[250004]"QoS rules"=0�Vonage IP Phone�+�+53,69,123,5060,5061,10000-20000�0
	[250004]"QoS rules"=0�NetMeeting�+�389,522,1503+�1
	[250004]"QoS rules"=0�AIM�+�5190-5193,2773,2153+�1
	[250004]"QoS rules"=0�Google Talk�+�5222,5223,433+�0
	[250004]"QoS rules"=0�Netgear EVA�+�+49152-49155�0
	[250004]"QoS rules"=1�Counter Strike�+�27030-27039+1200,27000-27015�1
	[250004]"QoS rules"=1�Age of Empires�+�47624,2300-2400+2300-2400�1
	[250004]"QoS rules"=1�Everquest�+�7000+5999,5998�1
	[250004]"QoS rules"=1�Quake 2�+�+27910�1
	[250004]"QoS rules"=1�Quake 3�+�+27660-27665�1
	[250004]"QoS rules"=1�Unreal Tourment�+�8080+7777,7778,7779-7781,27900,27500�1
	[250004]"QoS rules"=1�Warcraft�+�6113-6119,3724,6881-6890,6902-6999+�1
	# 0:off 1:on
	[250009]"Enable Wi-Fi multi-media Settings"=1
	# 0:off 1:on
	[250010]"Enable Bandwidth Control"=
	[250011]"Uplink bandwidth"=
	# Kbps Mbps
	[250012]"Uplink rate Unit"=Kbps
	# 1: manual config 2: auto config
	[250013]"Uplink bandwidth set method"=1
#< Port Forward >
	# 0:off 1:on
	[260001]"Port Forward disable"=0
	# ENABLE:APP NAME:PROTOCOL:PORT:IP
	[260002]"Port Forward rules"=
#< Port Trigger >
	# 0:off 1:on
	[270001]"Port Trigger disable"=0
	[270002]"Port Trigger timeout"=20
	# ENABLE:APP NAME:TRIGGER USER:TRIGGER TYPE:TRIGGER PORT:OPEN TYPE:OPEN PORT
	[270003]"Port Trigger rules"=
#< USB >
	# 0:off 1:on
	[280001]"ftp_server_enable"=0
	# 0:off 1:on
	[280002]"ftp_server_wan_enable"=0
	[280003]"ftp_server_wan_port"=21
	# 0:off 1:on
	[280004]"smb_server_enable"=1
	# 0:off 1:on
	[280005]"http_server_enable"=1
	# 0:off 1:on
	[280006]"http_server_wan_enable"=0
	[280007]"http_server_wan_port"=443
	[280008]"storage_share"=
	[280009]"storage_machine_name"=readyshare
	[280010]"storage_new_workgroup"=Workgroup
	# 0:approved 1:all
	[280011]"storage_allow_all"=1
	[280012]"sd share info"=
#< Traffic Meter >
	# 0:off 1:on
	[290001]"tm_enable"=0
	[290002]"tm_limit_by"=0
	[290003]"tm_limit_dir"=0
	[290004]"tm_limit_volumn"=
	[290005]"tm_limit_time"=
	[290006]"tm_roundup_volumn"=0
	[290007]"tm_reset_hour"=0
	[290008]"tm_reset_minute"=00
	[290009]"tm_reset_day"=1
	[290010]"tm_watermark"=0
	# 0:off 1:on
	[290011]"tm_action_led"=0
	# 0:off 1:on
	[290012]"tm_action_internet"=0
	[290013]"tm_poll_interval"=10
	[290014]"tm_ampm"=am
	[290015]"tm_start_time"=0
#< DLNA >
	# 0:off 1:on
	[300001]"media server_enable"=0
	[310002]"media_server_name"=ReadyDLNA
#< IPV6 >
	[320001]"ip6_mode"=disable
	[320002]"ip6_pppoe_username"=
	[320003]"ip6_pppoe_passwd"=
	[320004]"ip6_pppoe_service"=
	[320005]"ip6_dhcp_account"=
	[320006]"ip6_dhcp_domain"=
	[320007]"ip6_lan_mode"=0
	# 0:off 1:on
	[320008]"ip6_ifid_enable"=0
	[320009]"ip6_ifid"=
	[320010]"ip6_fix_wan_ipaddr"=
	[320011]"ip6_fix_wan_plen"=
	[320012]"ip6_fix_dns1"=
	[320013]"ip6_fix_dns2"=
	[320014]"ip6_fix_lan_ipaddr"=
	[320015]"ip6_fix_lan_plen"=
	# 0:off 1:on
	[320016]"ip6_custom_6to4router"=0
	[320017]"ip6_6to4router"=
	# 0:off 1:on
	[320018]"dod_disable"=0
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