HA501 802.11a Wireless Adapter Driver Update

   This is a BETA firmware release and is NOT recommended for anyone to use that is NOT an advanced and accomplished end user as NETGEAR does NOT support code. 

2. What's New?

   ===========

   This is a bug fix release. No new feature is added.

3. Getting Started

   ===============

   The following procedure is applied to the user who has installed V1.1 before.

   1. Insert the HA501 Wireless Adapter into your notebook PC.

   2. Update driver from the Device Manager.

   3. Uninstall the previous version HA501 Configuration Utility. 

   4. Install the new V1.2 RC2 Configuration Utility.

   5. Reboot your notebook PC.

4. Problems Fixed

   ==============  

   Version V1.2 RC2

   ----------------

   1. Fixed the problem Roaming across AP’s with the same channels.

   2. Fixed the rate adaptation problem. 

      With V1.1 driver, the user may experience loss of data during file

      transfer while moving away from the AP. The V1.1 driver failed to adjust 

      to a proper lower speed. 

   3. Fixed driver version mismatch between HA501 Configuration Utility 

      and Windows properties.

   4. Fixed the SysTray icon background color display problem.

   5. Fixed try to copy over or remove the Read-Only files, such as Stacfg00.dll,

      Stacfg.hlp, when you have HA501 Wireless adapter inserted.

   6. Disabled the Power Saving mode in Ad-Hoc mode.

   7. Limited the SSID length to 32 characters.

5. Known Problems

   ==============

   1. It may take a few minutes to shutdown with HA501 inserted in some IBM laptops. 

   2. User must reboot the notebook in order for changes to take effect from HA501

      Configuration utility on Win 98/ME machines.

5. Known Limitations

   =================

   N/A

