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NETGEAR WAB501 Software v1.2 Release Note
System Name: NETGEAR WAB501 
Description: NETGEAR WAB501 Wireless Adapter software
Attachment:

WAB501 Utility V 1.2 and driver 2.0.1.2541

I. The details of modification:
V1.2 2002/10/21
1.  Added Passphrase functionality on Security Tab:
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a .User can create WEP keys by using two methods: Create with Passphrase and Manual Entry.

b. The Passphrase in security page can also be saved to a profile.

c. After hit Apply or OK button , the Passphrase will be masked

d. After hit Apply or OK button, the WEP key will be masked

e. When passphrase is selected, and the key length is changed, WEP keys and key length options within the panel will also change.

f. Printable characters are allowed to input as passphrase
g. Clear out passphrase when key length is changed

h. Passphrase is limited to 128 character

2.
Fixed the problem associating with D-link AP DWL-900AP+ or other TI solutions, when WEP key of AP is enabled and algorithm is set to open system.

3.
Fixed the problem with Windows 98 SE: when the card is plugged in during the system boot up, it will freeze the system (blue screen or error message).

4. 
Fixed the Channel selection (on the Configuration tab): On the previous release, when Ad-hoc mode is selected, the Channel selection will be enabled. But, if the Wireless mode is changed from 802.11a to 802.11b or from auto, the channel will not change automatically. Instead, it will need to hit Apply or OK button first then the channel selection will be changed. On the V1.2, it will automatically change when the Wireless mode change.

5.
Improved the roaming response time by taking out unnecessary scanning process when the card roam to another Access Point.

II. Contents of release:
V1.2
Volume in drive D is WAB501SW

 Directory of D:\

10/21/2002  12:33 PM    <DIR>          Acrobat

09/19/2002  10:20 AM           531,833 AUTORUN.EXE

09/19/2002  10:22 AM                47 autorun.inf

10/21/2002  12:33 PM    <DIR>          Doc

10/21/2002  12:29 PM    <DIR>          Driver

10/21/2002  03:50 PM            10,076 netwab51.inf

10/21/2002  01:27 PM         1,904,985 setup.exe

10/21/2002  12:29 PM    <DIR>          Utility

10/21/2002  03:49 PM           238,488 wab51nd5.sys

               5 File(s)      2,685,429 bytes

 Directory of D:\Acrobat

10/21/2002  12:33 PM    <DIR>          .

10/21/2002  12:33 PM    <DIR>          ..

11/20/2001  09:31 AM         8,820,072 ar500enu.exe

10/18/1996  12:39 PM             9,305 LICENSE.PDF

               2 File(s)      8,829,377 bytes

 Directory of D:\Doc

10/21/2002  12:33 PM    <DIR>          .

10/21/2002  12:33 PM    <DIR>          ..

10/21/2002  12:29 PM         1,161,889 WAB501_guide.pdf

               1 File(s)      1,161,889 bytes

 Directory of D:\Driver

10/21/2002  12:29 PM    <DIR>          .

10/21/2002  12:29 PM    <DIR>          ..

08/30/2002  01:36 PM                26 netwab51.cat

10/21/2002  03:50 PM            10,049 netwab51.inf

09/03/2002  03:14 PM           266,240 stacfg01.cpl

09/03/2002  03:14 PM           266,240 stacfg01.dll

08/30/2002  01:38 PM             9,620 STACFG01.HLP

10/21/2002  03:49 PM           238,488 wab51nd5.sys

               6 File(s)        790,663 bytes

 Directory of D:\Utility

10/21/2002  12:29 PM    <DIR>          .

10/21/2002  12:29 PM    <DIR>          ..

10/21/2002  01:26 PM           434,374 data1.cab

10/21/2002  01:26 PM            12,953 data1.hdr

10/21/2002  01:26 PM           909,997 data2.cab

09/05/2001  12:24 PM           344,923 ikernel.ex_

10/21/2002  01:26 PM               417 layout.bin

10/05/2000  04:00 PM            54,272 Setup.exe

10/21/2002  01:26 PM                51 Setup.ini

10/21/2002  01:26 PM           140,365 setup.inx

               8 File(s)      1,897,352 bytes

     Total Files Listed:

              22 File(s)     15,364,710 bytes

              12 Dir(s)               0 bytes free
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