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NETGEAR WG602 V1.7.16 GPL Reference

Application: busybox ver 0.50

Version: Ver 0.50

File name:  busybox-0.50.tar.gz

1. Unzip the Busybox from busybox-0.50.tar.gz in WG602_V1.7.16_GPL.TAR.GZ.
2. Patch the Jungo modifications with the following instructions:

Patch command:
cd ./busybox
patch -p7 < busybox-0.50.patch
3. Patch the Netgear modifications with the following instructions:
Patch command:
cd ./busybox
patch –p0 < busybox-0.50-zcom.patch
Application: linux

Version: Ver 2.2.14

File name: linux-2.2.14.tar.gz

1. Unzip the Linux kernel from linux-2.2.14.tar.gz in WG602_V1.7.16_GPL.TAR.GZ.
2. Patch the Jungo modifications with the following instructions:
 Patch command:
cd ./linux
patch -p2 < linux-2.2.14.patch

3. Patch the Netgear modifications with the following instructions:
Patch command:
cd ./linux
patch –p0 < linux-2.2.14-zcom-patch
Application: uClibc

Version: Ver 0.9.8
File name: uClibc-0.9.08.tar.gz

1. Unzip the Linux kernel from uClibc-0.9.08.tar.gz in WG602_V1.7.16_GPL.TAR.GZ.
2. Patch the Jungo modifications with the following instructions:
Patch command:
cd ./ulibc
patch -p2 < uClibc-0.9.08.patch

3. Patch the Netgear modifications with the following instructions:
Patch command:
cd ./ulibc
patch –p0 < uClibc-0.9.08-zcom-patch
Application: vsFTPd

Version: Ver 1.1.3.tar.gz
File name: vsftpd-1.1.3.tar.gz
1. Unzip the FTP daemon from vsftpd-1.1.3.tar.gz in WG602_V1.7.16_GPL.TAR.GZ.
2. Patch the Netgear modifications with the following instructions:
Patch command:

  
cd ./vsftpd
patch –p0 < vsftpd-1.1.3-zcom-patch

